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Custom Wood Counter Tops 
Construction from select grade materials and manufactured to your custom specifications. Tops can be 

supplied in virtually any size and configuration with the exact details you need. 

 

 
 

 

Edge Details 

Here are some standard edge details. We 
can also provide custom profiles to your 
scale drawing. 
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Ogee Profiles 
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Methods of Construction 

EDGE GRAIN END GRAIN FLAT GRAIN 

 
  

Edge Grain construction is 
suitable for any counter top 
surface and will provide a 
durable and stable top. 

End grain is the hardest wood 
surface and offers a different 
look for the discriminating chef. 

Flat grain or “Plank Style” is 
more of a furniture type of 
construction. 

Nominal 1 ¾” wide laminations 
running the length of the top. 

Random length laminations as 
used for chopping surfaces. 

Random width laminations 
typically 1 ¾” to 4” wide. 

Available in thickness from 1 ¾” 
to 6”. 

From a minimum of 2 ¼” all the 
way up to 6”, the larger the top 
the thicker we recommend. 

1 ¾” is the standard thickness 
for flat grain. 

 

 

Wood Species 

Most wood tops can be manufactured in all hardwood species. Here are some of the options: 

 

Northern Hard Sugar Maple 

Red Oak White Oak Beech Ash 

Purple Heart Teak Curly Maple Hickory 

Lyptus Walnut Mahogany Iroko 

Jatoba Bamboo Cherry Wenge 

 

 
 

Cutouts 

Some of the cutout options include: 

Sink Cutouts Stove Top Cutouts Other Cutouts 

Cutouts for drop in or under 
mount sinks. 

Cut to size ready for your stove 
top to just drop in. 

Garbage chute hole 
Tap Holes 
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Corner Details 
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Finishes 

 

For Kitchen Applications: 

 Most counter tops are supplied with an oil finish which has a beautiful luster and will allow the 

wood to age gracefully. 

 An oil finish is also easily renewed just by hand sanding and recoating with an oil finish product. 

 

Other Residential Surfaces such as Desk Tops, Eating Bars, Pantry Counters and more: 

 Stain & catalyzed lacquer are available and will allow you the option of custom attaching to a 

specific colour. 

 Perma Pox (Acid Resistant Epoxy) may be an option for some installations. This finish will stand 

up to moisture extremely well. 

 

Crating 

Crating options can be as simple as cardboard wrapping to heavy duty wooden crating. The type of 

crating required is determined by several factors such as the size and shape of the top, and its 

destination. As we pride ourselves on our finished product, we provide crating that will get it to you 

undamaged. 

 


